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Introduction

Cossairt, et al.] have summarized measurements of neutron spectra at various locations
within tunnels and outside the shielding at a high-energy accelerator complex at Fermilab. Since
then, over the last three years, other measurements have been performed. We summarize the
results of all measurements done at Fermilab at locations outside the shielding. Such data is useful
to both the determination and evaluation of personnel dosimetry for radiation workers at a high-

energy accelerator laboratory.

Technique

All the measurements were performed by use of a multisphere spectrometer, the technique
originally suggested by Bramblett, et al.2 The spectrometer consisted of either 6Lil scintillators or
6,7Li TLDs placed at the center of moderating spheres with diameters ranging from 5.08 to 45.7
cm, and a bare, unmoderated, detector. The detection of thermal neutrons after moderation was
based on the SLi (n,a) 3H thermal neutron capture reaction. The raw data for a measurement are

the relative responses for the set of spheres in the radiation field.

The experimental technique and the subsequent conversion of the raw data into neutron
spectra by the use of unfolding methods has been discussed in a number of reports,3 and is not
repeated here. We also do not discuss the well-known difficulties inherent in the spectrum
unfolding problem due to its underdetermined and ill conditioned nature. Suffice to say that a
number of independent unfolding programs have been utilized in all of the measurements in order
to gain some confidence in the results. In most cases, the different programs result in low
resolution spectra which agree with each other in macroscopic features but not always in specific
details. Integral properties, however, such as average quality factor, total fluence, and total dose
equivalent are essentially independent of the choice of unfolding program. Itis these quantities that

we summarize in this report.



We note furthermore, as pointed out by a number of authors,4 that response functions for
the largest sphere are not well-known above 25 or 50 MeV, and other techniques should be used to
better quantify the high-energy contribution. Thus, there may be some uncertainty in the fluence
and dose equivalent at the highest energy range reported here.

Results

Examples of some of the neutron energy spectra whose properties are summarized in this
report are given in Ref. 1, which is included as an Appendix. Table 1 in the present report lists the
fraction of total neutron fluence and dose equivalent for five energy ranges, along with the Quality
Factor of the neutron radiation field. The last column in the Table lists the averages of the results
for the fourteen spectra. The locations for the spectral measurements are representative of the areas
in which persons might be present during a typical Fermilab experimental running period. It
should be noted that dose equivalent rates at all locations were in compliance with the requirements
outlined in the Fermilab Radiation Guide> during the periods of measurement.

Conclusion
We draw the following conclusions from Table 1:

1. Although 77% of neutron fluence arises from neutrons with energy below 0.1 MeV, only
23% of the total dose equivalent is from neutrons at these energies.

2. About 77% of the dose equivalent arises from neutrons with energies greater than 0.1
MeV, and nearly 50% of the dose equivalent from those with energies greater than 2 MeV.
Note that only about 13% of the fluence is above this latter energy.

3. The average value of the Quality Factor is 5.3, equivalent to the value of 5 that has
traditionally been accepted as the Fermilab average Quality Factor, and is the "neutron
setting” on the Chipmunk radiation monitors.

Currently, at Fermilab, Lexan polycarbonate track detectors are used for neutron
dosimetry. These materials have a threshold at about 1 MeV and an upper limit that is not well-
known but at least registers a reasonable response at about 20 MeV. CR-39 track-etch detectors
may be more attractive for the Fermilab environment because of a threshold of 0.1-0.2 MeV.
However, the response at ~20 MeV, while not well-known, is down by factors of 5-10 from its
peak value at about 2 MeV. While NTA film has excellent fast neutron sensitivity with a threshold



at 0.5 t0 0.7 MeV, latent image fading is a major problem, and the film is also sensitive to gamma
rays and x-rays. TLD albedo dosimeters, on the other hand, are relatively insensitive to just those
neutrons which contribute to most of the Fermilab dose equivalent. While a number of laboratories
have experienced limited success with such dosimeters, the generally poor response to accelerator-
generated neutrons ensure that track-etch detectors (Lexan, CR-39 plastic) or nuclear emulsions
(NTA film) remains the method of choice for the individual monitoring of neutrons at high-energy

accelerator laboratories.
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MEASUREMENTS OF NEUTRONS IN
ENCLOSURES AND OUTSIDE OF SHIELDING AT THE TEVATRON

J. D. Cossairt, A.J. Elwyn, W. S. Freeman, W. C. Salsbury, and P. M. Yurista
Fermi National Accelerator Laboratory
Batavia, [llinois 60510

ABSTRACT

The characteristics of the spectra of neutrons produced by the losses of accelerated proton
beams both within accelerator enclosures and outside of shielding has been determined from
measurements at various locations around the Fermilab Tevatron and its associated
experimental areas. The measurements were performed with a multisphere spectrometer
consisting of either 6Ll scintillators or &7LiF TLD's placed at the centers of modérating
polyethylene spheres with diameters ranging from 5.08 to 45.7 cm. The flucnce and dose
equivalent energy distributions and average quality factors obtained from spectrum unfolding
calculations are summarized for this accelerator environment. (Fermilab is operated by
Universities Research Association under contract with the U. S. Department of Energy.)

1. INTRODUCTION

In health physics evaluations at high energy accelerators,
the complex nature of the radiation requires that one
properly characterize it in order to determine parameters
important for operational health physics concerns. Often,
the fields encountered are dominated by neutrons.
Therefore, a measurement of the neutron energy spectrum
is useful to obtain a complete understanding of them. In
special cases this spectral information is also needed by
accelerator physicists who are attempting to predict

possible radiation damage to equipment, particularly to .

clectronic components. This paper summarizes
measurements of such energy spectra at Fermilab using the
familiar multisphere method. A brief description is given
of the experimental technique and the unfolding methods
used. Examples are drawn from measurcments, both
within accelerator enclosures and external to a number of
different shielding materials and configurations, conducted

1 by a number of people over the last several years. Finally,
.several checks of the validity of the experimental technique
are presented.

2. EXPERIMENTAL TECHNIQUE

The familiar multisphere technique was initially suggested
by Bramblett, et. al. (1) and more recently summarized by
Awschalom and Sanna (2). In nine measurements
described here, ncutrons were moderated by a set of
polyethylene spheres containing a thermal neutron detector
and having a range of diameters [5.08, 7.62, 12.7, 20.4,
25.4, 30.4, and (for some measurements) 45.7 cm]. A
datum without moderation (bare:detector) was always
taken as well. The detection ot‘i thermal ncutrons after
moderation by the spheres was based on the exothermic
6Li(n,a):‘SH thermal capture reaction (Q-value = 4.78
MeV, On,a = 940 barns). The raw data for a
measurement are the relative responses for the set of
spheres in the radiation field.

For one of the measurements, accessibility and high dose
rate considerations dictated the use of SLiF/’LiF
thermoluminescent dosimeters. Standard TLD calibration
and readout techniques were used. In this instance, the
responses of the TLiF TLD's were necessary in order to
account for a background due to photons and charged



particles. The other measurements used LiI(Eu)
scintillators, enriched to 9% 6Li. For seven of these, a
small SLil(Eu) crystal (8 mm diameter by 8 mm long) was
embedded in a cylinder of plastic scintillator (12.7 mm
diameter by 12.7 mm long). The light output from both
was viewed by a single photomultiplier tube. This
"phoswich" detector has been described previously by
Awschalom and Coulson (3). Fast pulses (2-3 nsec) from
the plastic scintillator were separated from the relatively
slow (1-2 msec) pulses from the 6Lil(Eu) by passive filters
at the phototube output. Standard modular electronics
were used to accumulate a pulse height spectrum in a
multichannel analyzer of all slow pulses in anti-coincidence
with fast signals. This method rejects events due to the
passage of charged particles (such as muons) through the
SLil(Eu), thus reducing the background underneath the
(n,a) peak in the pulse height spectrum. Signals
synchronized to the accelerator cycle were used to gate the
detectors on only during the =~ 20 s duration of the beam
spills, which occurred approximately once per minute.

In general the sphere responses were measured one at a
time because of concerns about nonuniformities in the
radiation field and sphere-to-sphere “crosstalk".
Normalization was provided by the use of either tissue
equivalent ion chambers or relevant beamline
instrumentation (ion chambers or secondary emission
intensity monitors). In one measurement, data were taken
simultaneously with an array of eight SLil(Eu) (12.7 mm
diameter by 12.7 mm long) crystals. In this case simple
pulse height spectra with appropriate selection of the (n,o)
peak sufficed to define events due to thermal capture. In
fact, for all eight measurements with SLil(Eu), the (n,a0)
peak was very cleanly resolved.

Conversion of the raw response data into a neutron
spectrum involves the multisphere unfolding problem.
This has been discussed by many authors and we only
summarize briefly here. The counting rate C; of a thermal
neutron detector at the center of a spherical moderator of
radius r is given by

Cr= ] SR (EXE ,
0

N

where dN/JE is the differential flux density of neuwons
incident on the moderator and R (E) is the
encrgy-dependent response function for the sphere of
radius r. Given C; and R.(E), the problem is to find
dN/dE. In practice, one uses a discrete approximation to
the above,

dN
Cf:Z_RdEi (EDAE;
1

where dN/JE; is the differential neutron flux for the ith
energy group. The response functions R (E;) are obtained
in separate calculations and have been tabulated by a
number of workers. For this work, those of Sanna (4),
appropriate for our scintillator dimensions and moderator
densides (0.92 g cm’3), were chosen. Recently,
measurements of similar response functions have been
reported by Kosako, Nakamura, and Iwai using a
time-of-flight technique (5). The values of C; are the set
of appropriately normalized measured detector responses.

As is well known, the spectrum unfolding problem has
inherent difficulties due to its underdetermined and
ill-conditioned nature (6). In order to gain some
confidence in the results, three different programs were
used during the course of this work. These were
BUNKI (7,8), LOUHI (9), and SWIFT (10). The latteris
based upon Monte-Carlo techniques without 4 priori
assumpﬁons as to the character of the spectrum. It was
used as a check on the other two which are based,
respectively, on an iterative recursion method and a
least-squares method with user-controlled constraints. For
this work, mcinitialspecn'umwasﬁsually chosen to have
a 1/E dependence. The results using SWIFT confirmed the
viability of this choice. All three programs result in low
resolution spectra which agree with each other in
macroscopic features but not always in specific details at
individual energy bins. Integral properties such as average
quality factor, total fluence, total absorbed dose, and total
dose equivalent are, however, essentially indépmdcm of
the choice of unfolding program used.



3. MEASURED SPECTRA

Figures 1, 2, and 3 show the geometry involved in each of
the nine measurements (left side) and a plot of the
corresponding neutron energy spectrum determined using
the unfolding program BUNKI (right side). Each
spectrum is denoted by a capital letter and is plotted as flux
per unit logarithmic energy interval. This type of plot
was suggested by Rohrig (11)and results in the area under
the curves for each energy bin being proportional to the
neutron fluence within that bin. The usually dominate 1/E

dependence is suppressed in such a plot.

DEBUNCHER RING at AP-10

Spectrum A arose from 8 GeV protons being targeted on a
magnet in the Debuncher storage ring (normally used to
store antiprotons for the Fermilab colliding beams
program). The spheres were located external to a 671 g
cm2 shield of earth and concrete.

Spectrum B resulted from 8 GeV protons being targeted on
a magnet in a different part of the same Debuncher storage
ring. Here spheres were located external toa 402 g cm2
thick shicld of earth and concrete plus some iron just below
the spheres.
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Spectrum C was obtained in the Tevatron tunnel with the
spheres located on the wall opposite to the accelerator
elements. Data was collected using the array of 8 detectors
supplied and operated primarily by personnel from the
Lawrence Berkeley Laboratory. Neutrons were produced
from 800 GeV protons interacting with residual gas in the
Tevatron vacuum chamber during circulating beam
conditions. Details are given by Freeman, et. al. (12).

Spectrum D was obtained relatively far downstream of a
large target and beam dump system struck by 800 GeV
protons and shielded by iron and concrete. It is described
in detail by Cossairt and Elwyn (13).

Spectra E and F were obtained laterally to a large

clectromagnet which contained a beam dump within its
gap. This beamn dump was struck by 800 GeV protons.
For E the spheres viewed the bare iron return yoke of the
magnet while for F this return yoke was mostly covered
with additional concrete shielding as shown. Details are
given by Elwyn and Cossairt (14).

Spectrum G was obtained oa top of the downstream end of
a beam dump and target assembly involving 800 GeV
protons incident on a target followed by bending magnets
and a beam dump. The entire assembly was shiclded by an
inner layer of iron and an outer layer of concrete in the
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form of large blocks.

Spectrum H was obtained in a beam enclosure in which
800 Gev protons struck a target in an iron cave. It is the
average of two sets of measurements. The detectors thus
viewed "backscatter” from this target. This is the single
instance in which TLD's were used.

Spectrum I was obtained in the second "leg” of a labyrinth.
The neutrons were produced by 400 GeV protons striking .
an aluminum target inside a large pipe beneath the floor of
the main enclosure. For details see Cossairt, et. al. (15).

The properties of the various neutron spectra are compared
in Tables 1 and 2 where the relative fluence and dose



Table 1. Percent Fluence in Specific Energy Bins for Unfolded Neutron Spectra

Spectrum-> A B C D E F G H I
Energy

<l5ev 315 42 19.5 29 28 S5 335 42 71
0.0015-100keV 125 45 36 39 46 43 62.1 362 24
0.1-2 MeV 85 1 36 195 175 2 0 194 2
2-25MeV 40.5 25 7 10 45 01 21 15 1
>25MeV 7 50 1.5 25 4 0 23 09 LS

Table 2. Percent of Dose Equivalent in Specific Energy Bins for Unfolded Neutron Spectra
Along with Average Quality Factors

_Spectrum-> A B c D E F G H 1
Energy

<l5eV 1.5 2 2 3 4 41.5 125 9 32
0.0015-100keV 0.5 02 6 6 11.5 37 223 119 16
0.1-2 MeV 9 0.4 585 41 35 17 0.1 598 9
2-25MeV 75 4 26 38 24 35 28 1.5 13
>25MeV 14 935 75 12 25 1 37.1 79 30
Average Q.F. 58 42 69 62 54 25 34 5.7 3.1

equivalent in rather broad energy bands is tabulated. Table
2 also lists average quality factors from the unfolded
spectra.  Some points of interest follow:

Several of the spectra show fluence peaks between < 0.1
and a few MeV (e.g. C, D, E, and H). All of these involve
iron shields or magnets around or near to the neutron
source, and the observed peak represents those neutrons
that “leak” through the material because of its small nuclear
inelastic cross sections at these energies (16). Spectrum F
represents a dramatic illustration of how augmenting the
iron shield with concrete removes these neutrons almost
completely (14).

_Spectra A and B show sizeable contributions from
neutrons with energies > 2 MeV (up to ~ 100 MeV). The
geometry in these cases consists of relatively thick concrete
shields that allow the buildup of high-energy cascade

particles. Greater than 50 % of the fluence and 90 % or
more of the dose equivalent arises from the very
high-energy neutrons. The peak at around 1 keV in
spectrtum G may be due to neutrons leaking through the
many cracks surrounding the concrete blocks.

Thermal neutrons contribute importantly to the observed
spectra in almost all cases since the measurement locations
were within concrete tunnels and enclosures, or in the
vicinity of large concrete block shields. Even so, most of
the dose equivalent arises from higher energy neutrons.
For example, for spectrum I (within a concrete block
labyrinth) 71 % of the fluence but only = 30 % of the dose
equivalent is contributed by thermal neiitrons. In general,
then, ncutrons with energies of a few MeV or greater are
the major health physics concern in this accelerator
environment. The average quality factor of the nine spectra
is 4.8 + 1.6, in good agreement with results obtained by



others, for example Patterson, Routti, and Thomas (-17),
for similar spectra outside of accelerator shiclding.

4. VERIFICATIONS

Given the nature of the spectrum unfolding problem, it is
important to verify that the unfolded spectra are
reasonable. First, one can look at how the behavior of the
raw data, C,, as a function of sphere size compares with
the fact that the calculated responses, R (E), peak at
energies that increase monotonically with radius. Figure 4
shows measured sphere responses as a function of sphere
diameter for spectra E and F (top) and I (bottom)
superimposed on the best fits to these data that result from
the unfolding calculation. For spectra E and F, it is quite
clear that the raw data reflect the effective removal of the
"iron leakage peak” by the added concrete. For spectrum
I, it is clear that though the spectrum has a large
contribution from low energy neutronms, the sphere
responses differ significantly from those expected from a
pure thermal spectra, thus enhancing one's confidence in
the existence of a peak at a somewhat higher energy.
Figure 5 is an additional verification of this type for
spectrum C using the LOUHI unfolding program (which
produced results similar to those obtained using BUNKI
shown in Fig. 1). In this figure, the measured responses
(open circles) and the best fit by the unfolding calculation
(solid curve) are compared to results expected if all of the
fluence were concentrated in the specified energy bins.

A second verification is a measurement of the spectrum of
a 238py-Be source. The measurements were performed in
the Fermilab "calibration" room, the upstrairs of a brick
farm house, by measuring the sphere responses at varying
distances from the source in order to correct for
room-scattering contributions following Eiscnhauer, ct.al.
(18). The derived correction factor was, as expected, most
important for the smaller spheres. Figure 6 shows the
detector responses, both total and corrected for room
scattering, along with the corresponding spectra unfolded
with BUNKL Except for fewer thermal neutrons in the
corrected spectrum good agreement with a multisphere
spectrum reported by Thomgate and Griffith (19) was
obtained.

NORMALIZED RESPONSE
o
N

)

[+ L i L

Sphere Diometer {cm}

Figure 4. Detector response as a function of sphere
diameter for situations E ("before") and F ("after”)
{top] and I [bottom]. In the top frame the curves are
calculated from the unfolded spectrum while the
symbols are the measurements. The curves in the
bottom -frame are drawn to guide the eye. The
bottom frame also shows a typical pulse height
spectrum of the (n,a) peak obtained using the
"phoswich" detector.

Third, one can compare average quality factors inferred by
use of the unfolding programs with those obtained

independently using a technique based upon measurements

of columnar recombination developed by Sullivan and

Baarli (20) and described in some detail for our application

in Ref. 15. Such comparisons have been done for several

of the spectra presented here with the results summarized

in Table 3. Agreement within the experimental errors is’
found.
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Unfolded neutron energy spectra should be explained by
reasonable theory. Figure 7 compares a calculation by
O'Brien (21) for a 500 g cm2 thick iron shield around a
generic high energy accelerator with the shape of the
BUNKI resuit for spectrum E. The agreement for the
domain 0.001 <E <1 MeV is excellent, given the fact that
the low resolution multisphere technique should not
reproduce all of the structure within the calculated
“leakage" peak. An enhancement of thermal neutrons in
spectra E and F, which arises from the location within a
concrete enclosure, should not be predicted in the
calculation. A calculation for a 1000 g cm2 pure carth
shield is also given in Ref. 21. This spectrum,
superimposed for example on spectrum B, is shown in
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Figure 7. Unfoldcd spectrum from situation E using
BUNKI su sed on the calculation of O'Brien
for an iron shield (Ref.21).

— 9 ¥ L 1] i 1 ¥ 1 1 i 1

£ -

séer o O'Brien

7k — BUNKI -

4

Be6r 7

I 4

241 i

wér b ]

o

2l & J

= 3

a2t § W .

~ -

c'r 5 w

Zo0
- ‘ )i 1 1 1 i i H 1 1 4 1

G® o ot -2 1o° 0°
ENERGY (MeV)

Fi 8. Unfolded spectrum from situation B using
guUr;ﬂG superimposed on the calculation of OBrien
for a concrete shield (Ref.21).

Fig. 7 and is dominated by two prominant peaks at the
high energy end. While none of the spectra discussed here
involve only earth shielding, several of the spectra (A, B,
D, G, and I) do exhibit some peaking in the same energy
region. Similar peaks have been seen in other studies, for
example the famed CERN-LRL-RHEL experiment (22).

5. CONCLUSION

The multisphere technique, in spite of inherent difficuldes,
can lead to reliable estimates of low resolution neutron
energy spectra in the various radiation fields encountered at
Fermilab. This technique is useful for derailed
environmental and occupational dose equivalent
assessments and in guiding design of accelerator shiclding.
The authors would like to thank a large number of
personnel from the various Fermilab safety groups and
from the Accelerator and Research Divisions of Fermilab

- for their support of these measurements. Special thanks go

to Bill Swanson and Joe McCaslin of the Lawrence
Berkeley Laboratory for collaborative efforts in obtaining
spectrum C, and for the many helpful conversations in
general on this subject.

REFERENCES

1. R. L. Bramblett, R. L Ewing, and T. W. Bonner, "A
new type of neutron spectrometer,” Nucl, Instr. and
Meth. 9, pp. 1-12, 1960.

2. M. Awschalom and R. Sanna, "Applications of
Bonner sphere detectors in neutron field dosimetry,”
pp. 89-101, 1985.

3. M. Awschalom and L. Coulson,"A new technique in
environmental neutron spectroscopy,” in Proc, 3rd Int,
edited by W. S. Snyder, pp.
1464-1469, USAEC Conf-730907-P2, U.S.
t of Energy, Technical Informan'on Center,
Oak Ridge, TN, 1974.

4. R. S. Sanna, "Thirty-one group response matrices for
the multisphere neutron spectrometer over the energy
range thermal to 400 MeV,"” U. S. Atomic Energy
Commission Report HASL-267, U. 8. Department of
Energy, Technical Information Center, Oak Ridge,
TN, 1973.

5. T.Kosako, T. Nakamura, and S. Iwai, "Estimation of
response functions of moderating type ncutron
dcwcmbythcnmc-ofﬂxghtmcmodcombmed witha
large lead pile," Nucl, Instr. and Meth, A235, pp.
103-122, 1985.



10.

11.

12.

13.

14.

F. Griinauer and W. Schmatz, "Data analysis for low
resolution neutron spectrometry,” in au 1n
Rt . : oL 1,

TAEA, Vienna, Austria, Vol. I, pp. 59-71, 1973.

K. A. Lowry, and T. L. Johnson, "Modifications to
iterative recursion unfolding algorithms and computer
codes to find more appropriate neutron spectra,” U.
S. Naval Research Laboratory Report NRL-5340,
Washington, DC, 1984.

L. W. Brackenbush and R. . Scherpelz, "SPUNIT: a°

computer code for multisphere unfolding,” in: Proc. of

he Health Physi ical eting on
lications i h Physics, Columbia

r
Chapter of the Health Physics Society, Richland, WA
1984.

J. T. Routi and J. V. Sandberg, "General purpose
unfolding LOUHI78 with linear and nonlinear
regulatization,” P mmun. 21, pp-
119-144, 1980.

K. O'Brien and R. Sanna, "Neutron spectral unfolding
using the Monte-Carlo method,” Nucl, Instr. and
Meth, 185, pp. 277-286, 1981.

N. Rohrig, “Plotting neutron fluence spectra,” Health
Phys, 45, pp. 817-818, 1983.

W. S. Freeman, A. J. Elwyn, P. M. Yurista, J. B.
McCaslin, R. K. S. Sun, and W. P. Swanson,
"Measurements of neutron spectra and doses in the
Tevatron tunnel for up to 800 GeV circulating proton

beams,” in 1 R n
Machines. Proceedings of the Twenticth Midyear
Topi i hysi i

edited by W. P. Swanson and D. D. Busick, pp.
432-441, Conf-8602106, National Technical
Information Service, U. S. Department of Commerce,
Springfield, VA, 1987.

J. D. Cossairt and A. J. Elwyn, "Personal dosimetry
in a mixed field of high-energy muons and neutrons,”

Health Phys. 52, pp. 813-818, 1987.

A. J. Elwyn and J. D. Cossairt, "A study of neutron
leakage through an Fe shield at an accelerator,”

Health Phys. 51, pp. 723-735, 1986.

10

15.

16.

17.

18.

19.

20.

21.

22.

J. D. Cossairt, J. G. Couch, A. J. Elwyn, and W. S.
Freeman, "Radiation measurcments in a labyrinth

penctration at a high-energy proton accelerator,”
pp. 907-917, 1985.

R. G. Alsmiller, Jr and J. Barish,"Shielding against
the neutrons produced when 400 MeV elecytrons are
incident on a thick copper target," Particle
Accelerators 5, pp. 155-159, 1973.

H. W. Patterson, J. T. Routti, and R. H. Thomas,
"What quality factor ?," Health Phys 20, pp.
517-527, 1971. 7

C. M. Eisenhauer, J. B. Hung, and R. B. Schwartz,
"Calibration techniques for neutron personal
dosimetry,” pp- 43-57, 1985.

J. H. Thorngate and R. V. Griffith, "Neutron
spectrometers for radiation monitoring at Lawrence
Livermore National Laboratory,” Ra Dos. 10,
pp. 125-135,1985.

A. H. Sullivan and J. Baarli, "An ionization chamber
for the estimation of the biolgical effectiveness of
radiation", European Organization for Nuclear
Research Report CERN No. 63-17, Geneva,
Switzerland, 1963. The recombination method is
reviewed at length in Ref. 15 and also in H. W.
Patterson and R. H. Thomas, Accelerator Health
Egmgg_. Academic Press, New York, pp. 4647,
1973.

K. O'Brien, "Neutron spectra in the side-shielding of a
large particle accelerator,” U. S. Atomic Energy
Commission Report HASL-240, New York, NY,
1971.

W. S. Gilbert, D. Keefe, J. B. McCaslin, H. W.
Patterson, A. R. Smith, L. D. Stephens, K. B. Shaw,
G. R. Stevenson, R. H. Thomas, R. D. Fortune, and
K. Goebel, "1966 CERN-LRL-RHEL shiclding
experiment at the CERN proton synchrotron,”
Lawrence Radiation Laboratory Report UCRL-17941,
Berkeley, CA, 1968. (Spectra are also shown by K.
B. Shaw, G. R. Stevenson, and R. H. Thomas,
"Evaluation of dose equivalent from neutron energy

spectra,” Health Phys 17, pp. 459-469, 1969).





